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No.: KSCL/PMC/Open Gym/01/2          Date: 17/02/2018 
 
Reply to queries of the Pre-Bid Meeting of the Request for Proposal of Supply & Installation of Open 
Air Gym (outdoor) equipment at various locations in the Kanpur City with defect liability period of one 
year & operation and maintenance of five years: 
 

Sl 
No 

Clause 
Ref & 
Page 

Content 
of RFP Query Reply to Query 

1 General   

That either the civil work and 
supply of machinery should be 
separated, or the detailed 
description of the civil work 
along with the dimensions and 
complete layout with 
measurement should be 
informed for the calculation of 
the work. 

The Civil and Mechanical parts of the 
project are an integral part of the project. 
Moreover, the cost of Civil part is very 
less compared to the overall project cost. 
Hence, bifurcation is not suggested. 
Detailed BOQ & Drawings are at 
Annexure-I. 

2 General   

Is this tender is online or offline 
or both? If both i.e. online and 
offline, then how we can deposit 
BG? Online we cannot 
proceed further without 
depositing tender fee, EMD. 
Then what is need to submit 
offline hard copies to your office 
containing BG/DD/FDR etc. 
online. 

Technical bid has to be submitted both in 
Online as well as Offline mode. Only 
Financial Bid has to be submitted Online. 
Option for submission of Tender Fee and 
EMD in the form of BG/FDR/DD shall 
be made active in the e-procurement 
portal. 

3 
Clause 
6.4.6 
Page:14 

  Please explain scope of AMC. 

The Annual Maintenance Contract 
(AMC) shall be Comprehensive in nature 
for a period of 5 years. Any defect in the 
machineries or civil work has to be 
repaired immediately. The machineries 
should be in a good working condition 
throughout the AMC period. 

4 General   
That the EMD amount can be 
exempted if the firm is registered 
in MSME and NSIC. 

Exemption cannot be granted. 

5 Annex:9 
Page:31   Please detail out the 

specifications & Design. Detail is at Annexure - I. 

6 Annex:9 
Page:31   Railing Specifications & details Detail is at Annexure - I. 

7 Annex:9 
Page:31   Paver Tiles specifications & 

Details Detail is at Annexure - I. 

8 Annex:9 
Page:31 

  Details of Compacted earth Detail is at Annexure - I. 

9 General   Detailed BOQ requested Detail is at Annexure - I. 

Nagar Nigam Mukhyalay, 
3rd Floor, Moti Jheel,  
Kanpur - 208002 
Tel.: +91 512 2541258, 2546194 
Email:ksclkanpur@gmail.com 

KANPUR SMART CITY LIMITED  



 
ANNEXURE –I 

 
Bill of Quantity  for Open Gym 

Sl. 
No Description Unit Total 

Qty 

1 Earthwork     

I 

Earth work in surface excavation not exceeding 30 cm in depth but exceeding 
1.5 m in width as well as 10 sqm on plan including getting out and disposal of 
excavated earth upto 50 m and lift upto 1.5 m, as directed by Engineer-in-
Charge: 

    

  All kinds of soil   Sqm. 220.00 

II 

Surface dressing of the ground including removing vegetation and 
inequalities not exceeding 15 cm deep and disposal of rubbish, lead up to 50 
m and lift up to 1.5 m. 
All kinds of soil 

Sqm. 288.00 

2 PLAIN CEMENT CONCRETE     

I 
Providing and laying in cement concrete 1:4:8 (1 Cement : 4 fine sand : 8 
graded stone brick aggregate 40mm nominal size) and curing complete, 
including cost of formwork in foundation and floors. 

Cum 30.90 

II 

Providing and laying in position cement concrete 4:2:1 of not less than 
strength of M 150 [ Stone ballast 4 (40mm nominal size) : 2 approved coarse 
sand : 1 cement] and curing complete, including cost of formwork in 
foundations and floors 

Cum 0.27 

3 KERB STONE     

I 

Providing and laying at or near ground level factory made kerb stone of M-25 
grade cement in position to the required line, level and curvature jointed with 
cement mortar 1:3 (1 cement: 3 coarse sand) including making joints with or 
without grooves (thickness of joints except at share curve shall not to more 
than 5mm) including making drainage opening wherever required complete 
etc.  As per direction of Engineer-in-charge. (Length of finished kerb edging 
shall be measured for payment). (Precast C.C. kerb stone shall be approved by 
Engineer-in-charge) 

Cum 1.95 

4 
CONCRETE & REINFORCED  CEMENT  CONCRETE FOR 
PLANTER & RCC BENCHES   

    

I 

RCC works with cement approved coarse sand and 2 cm (3/4 inch) gauge 
approved stone ballast in proportion 1:2:4 (1 cement : 6 aggregates) in lintel 
of doors and windows excluding supply of reinforcement and its bending  the 
same with 24 B WG binding wire and necessary centering and shuttering etc. 
and also including supply of all materials labours and tools and plants etc. 
required for proper completion of work. 

Cum 10.80 

II 
As in item 283 above but in R.C.C. Columns/T Beams & Slab Roofs. (RCC 
Benches) Cum 1.44 

III As in item 283 above but in R.C.C. Columns/T Beams & Slab Roofs. (Planter 
Walls) Cum 5.94 



IV 

Steel reinforcement for R.C.C. work including straightening, cutting, bending, 
placing in position and binding all complete above plinth level. 
Mild Steel or Iron in plain work such as reinforced concrete or reinforced  
brick work( when not included in overall rates) wrought to required shape as 
necessary including supply of steel its wastage bend hooks and its authorized 
overlapping shall be measured upto floor two level (overall rates) - (a) 8mm 
TOR 

Kg 594.00 

V Centering and shuttering including strutting, propping etc. and removal of 
form for all heights : 

    

a Suspended floors, roofs, landings, balconies and access platform  (For RCC 
Sitting Benches) 

sqm 13.20 

b Columns, Pillars, Piers, Abutments, Posts and Struts (RCC Planter Walls) sqm 60.00 

6 STEEL WORK (FOR RAILING)     

I 

Steel work welded in built up sections/ framed work, including cutting, 
hoisting, fixing in position and applying a priming coat of approved steel 
primer using structural steel etc. as required. 
In gratings, frames, guard bar, ladder, railings, brackets, gates and similar 
works  

Kg 2950.00 

7 PAVER BLOCK     

I 

Supply & laying of 80mm thick I-shaped mechanically compressed inter 
locking cement concrete pavers block manufactured by high pressure & 
controlled vibration machine having plan dimension 200x(160+120mm) with 
minimum 5mm thick topping of O.P. cement mixed with 25% marble powder. 
The compressive strength of concrete paver blocks shall not be less than 
30MPa &  4.5Kg/no. including cost of bedding sand and Joint filling with sand 
all material, labour T&P etc. required for proper completion of work as 
directed by Engineer-in-charge and including UP VAT - (1) Cement Grey / 
Ordinary Red 

Sqm 206.00 

8 Horticulture & Landscaping     

I 
Filling mixture of earth and sludge or manure in the desired proportion in 
trenches, flooding with water and leveling (cost of supplying earth and sludge 
or manure and mixing excluded). 

Cum 9.60 

 
 



Flooring Pattern Detail 
 

 



OPEN GYM LAYOUT PLAN 
 

 

 
 
 
 



TYPICAL SECTION DETAIL 
 

 



TYPICAL SECTION DETAIL FOR BOUNDARY WALL & GATE 
 

 
 
 
 



Open Gym 3D View 
 

 


